Europe, Middle EaSt Parts

Part Number Application

Scania Trucks G New Generation (G280-G500), L (L220-L360),
P New Generation (P220-P500),
R New Generation (R410-R730), S (S410-S730)

AF4319

HF29122 Caterpillar Earthmoving Compactors 816K, 825K, 836K, 826K,
815K & 836H; Wheel Dozers 814K, 824K, 834K & 834H
HF29123 Caterpillar Wheel-Type Loaders 990K, 992K, 993K & 994K;

Wheel Dozers 854K & 844K Track-Type Tractors D11T & D10T2

7y

Cross-ref.

Scania 2343432,
M+H C25024,
DT 1.40056,
Hengst E1568L

Caterpillar 337-5270

Caterpillar 344-0004

Dimensions

L:519,5 mm
D: 151 mm
0D: 246 mm

H: 272,8 mm
ID: 59,8 mm
0D: 120 mm

H: 463,3 mm
ID: 59,3 mm
0D: 120 mm

June 2020

Description

Primary Air Filter,
Cylindrical
Media Type: Cellulose

Hydraulic Filter Cartridge
Media Type: Microglass
Flow Direction: Outside In
Gasket OD: 65,1 mm
Gasket ID: 58 mm

Hydraulic Filter Cartridge
Media Type: Microglass
Flow Direction: Outside In
Gasket OD: 65,1 mm
Gasket ID: 58 mm

Segment

B

b



Part Number

HF29125

HF29127

Application

Caterpillar Earthmoving Compactor 836K;
Wheel-Type Loaders 994H, 988K, 988K XE, 993K & 994K;
Wheel Dozer 834K; Drilling Equipment MD6200;
Expanded Mining Products 60158

John Deere Tractors 6M, 6MC, 6R & 6RC-Series

Cross-ref.

Caterpillar 389-1088

John Deere DE30500,
M+H HD6002

Dimensions

H: 305,6 mm
D: 42,2 mm
0D: 82 mm

H: 86 mm
D: 25,4 mm
0D: 55,9 mm

Description

Hydraulic Filter Cartridge
Media Type: Microglass
Flow Direction: Outside In
Gasket OD: 47,5 mm
Gasket ID: 42,2 mm

Hydraulic Filter Cartridge
Media Type: Microglass
Flow Direction: Outside In
Gasket OD: 33,6 mm
Gasket ID: 26,6 mm




_ Made to order products (lead time 6-8 weeks) and currently not available/ not in inventory in Europe.
=> Subject to minimum order quantities (M0Q’s) — pls. validate details with your Area Sales Manager.

Parts from other regions*

Hydraulic Filter Cartridge

. . H: 230 mm . .
Caterpillar Off-Highway Trucks . ) . Media Type: Wiremesh
HF29143 .07 7708, 776, 7738, 785, 769, 768B, 768C, 769C, 769 Caterpillar 8J-2454 D920 Fow Direction: Outside I~ )
0D: 130,8 mm f—




